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1.1.2.1. Tender text 
             – supply air outlet 
.......... units

Radial slot outlet to generate high-induction radial air jets for high-quality indoor air flow, with symmetrical or asymmetrical jet dispersion; discharge direction manually adjustable from horizontal to a downward incline,

installation flush with ceiling or free-hanging 1),
consisting of:

· air outlet with square face and radial, linear air discharge openings, built-in adjustable bars in square or circular array, discharge direction 3) optionally 4-sided, 3-sided, 2-sided symmetrical or 2-sided asymmetrical, bar underside almost level with the outlet face; central fastening screw with cap.

· connection box with built-in air-outlet centre fastening, bores for mounting in the upper suspension strips, and lateral connection spigot 2) with built-in volume flow damper adjustable from room.
Materials:

· Air outlet made of galvanized sheet metal, with powder coating, face painted to RAL 9010, pure white 5)
· Adjustable bars made of polycarbonate PC GF 10 coloured similar to RAL 9005, pitch-black, or similar to RAL 9010, pure white

· Connection box made of galvanized sheet metal

Make: KRANTZ KOMPONENTEN

Type: RL ….
1) Except for size 625
2) With lip seal on request
3) Horizontal bar position
4) Unless otherwise stated in the order, the return air outlet will be delivered with vertical bar position
5) Other colours on request   
(continued)
1.1.2.1. Tender text 
             –return air outlet
.......... units

Radial slot outlet for use as return air inlet, installation flush with ceiling or free-hanging 1), 

consisting of:

· air outlet with square face and radial, linear air intake openings, built-in adjustable bars in square or circular array, bar position 4) either vertical or horizontal, bar underside almost level with the outlet face; central fastening screw with cap. On request the outlet can be supplied without bars.

· connection box with built-in air-outlet centre fastening, bores for mounting in the upper suspension strips, lateral connection spigot 2) with built-in volume flow damper adjustable from room.
Materials:

· Air outlet made of galvanized sheet metal, with powder coating, face painted to RAL 9010, pure white 5)
· Adjustable bars made of polycarbonate PC GF 10, coloured similar to RAL 9005, pitch-black, or similar to RAL 9010, pure white

· Connection box made of galvanized sheet metal

Make: KRANTZ KOMPONENTEN

Type: RL....

Subject to technical alterations.
1) Except for size 625
2) With lip seal on request
3) Horizontal bar position
4) Unless otherwise stated in the order, the return air outlet will be delivered with vertical bar position
5) Other colours on request  
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