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______________________________________________________________________

1.2.4. Tender text Swivel jet outlet SW
… units
Swivel jet outlet 
for air distribution in large halls, placement in wall and pillar zone, with high-induction radial air jets and adjustable support jet for optimum adjustment of throw,
consisting of:

outer cylinder and core tube with interjacent twist vanes,
perforated metal sheet for even supply air distribution and sufficient support jet volume flow rate,
 FORMCHECKBOX 
 ring at air discharge side to raise jet throw,
valve disk for support jet regulation 
 FORMCHECKBOX 
 manual.
 FORMCHECKBOX 
 with electric servomotor.
elastic collar for airtight connection between air outlet and installation opening,
swivel mechanism to alter jet direction in the vertical plane by ± 20°,
 FORMCHECKBOX 
 manual.
 FORMCHECKBOX 
 with electric servomotor.

Technical data
Volume flow rate:

 l/s (m3/h)
Nominal diameter:
DN 

Perm. sound power level:

 dB(A) ref. 10-12 W

Material
Air outlet:
Aluminium
Swivel mechanism:
Steel, painted
Elastic collar:  Airtight, gray polyester fabric, temperature-resistant up to 80°C
Colour of visible part:
RAL 
 1)
Make:
KRANTZ KOMPONENTEN
Type:
SW

– Subject to technical alterations –
1) without collar, flange in identical colour powder-coated
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