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3.2.3 Tender text Dissection outlet
Air outlet for air supply in the work zone of dissection tables and displacement of harmful substances,
consisting of:
air outlet housing with built-in air jet straightener and air discharge element, easily removable from below, with frame and spanned fine mesh fabric to generate laminar flow; housing and frame disinfectant-proof,
built-in workplace lighting at the longitudinal sides of outlet including internal lighting cabling and electric socket on the outside of the housing,
fastening device,
 FORMCHECKBOX 
 circular air connection spigot (standard).
 FORMCHECKBOX 
 rectangular air connection spigot (optional).
Air outlet housing designed for installation 
 FORMCHECKBOX 
 into ceiling.  FORMCHECKBOX 
 onto ceiling.
 FORMCHECKBOX 
 downstanding.

Technical data
Volume flow rate:

 l/s (m3/h)

Air velocity 1):
 
 m/s

Workplace lighting

incl. prism pane:
2 x 80 W

Lighting intensity
at dissection table:
> 1 100 Lux

Material
Housing
and connection frame:
Aluminium or stainless steel

Laminar fabric:
Polyester, white

Primer and top coating:
Epoxy resin

Colour standard:
RAL 9010
Colour on request:
RAL ........

Dimensions
Housing:
L x W
=
2 120 mm x  1 130 mm

H
=
300 mm (standard)

H
=
400 mm (on request)
Air discharge surface:
L x W
=
1 970 mm x 700 mm

Air connection:
2 x DN 180

Weight:
  approx. 85 kg

Make:
 KRANTZ KOMPONENTEN

Type:
SZ 1000

Available accessories:
Ceiling supporting brackets for connection to false ceiling, two rectangular air connection spigots:
Dimensions ................... mm x ................... mm,
Return air hood for placement below dissection table on request.
Subject to technical alterations!
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1) Related to air discharge surface 
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